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FITTING INSTRUCTIONS

ISUZU D-MAX (2020+)
LINEAR-6 GRILLE MOUNTING KIT

WHAT’S REQUIRED
• 2x Linear-6 (Standard / Elite)
• 1x Two Lamp Harness Kit  
• 1x Isuzu D-Max (2020+) – Mounting Kit (For Linear-6)

TOOLS REQUIRED

DIFFICULTY LEVEL

DRILL BIT
6MM

WIRE STRIPPERS
AND RACHET CRIMPERS

METRIC 
SOCKET SET

ALLEN KEY SET PLASTIC
TRIM TOOLS

WIRE CUTTERS

ISUZU D-MAX 2021+ GRILLE KIT

ISUZU D-MAX 2017+ 
LOWER GRILLE MOUNTING KIT

ISUZU D-MAX 2017+ 
SPORTS BAR MOUNTING KIT

NEOPRENE COVERS WIRING KITS AND 
CANBUS SYSTEMS

ISUZU D-MAX ROOF MOUNTING KITS



INSTALLATION 
PROCESS

W
IR

IN
G 

DI
AG

RA
M

 | 
LI

NE
AR

-6
 S

TD
 / 

EL
ITE

Ensure battery is 
disconnected.

BA
TT

ER
Y (

-V
E)

BA
TT

ER
Y (

+V
E)

SW
IT

CH
(Ø

20
MM

)

20
A

87 86 85 30

12V RELAY

IG
N

SW
IT

CH
 C

AN
 B

E 
RE

MO
VE

D 
IF

 
DE

SI
RE

D

Hi
gh

 b
ea

m
 1

2v
 s

ig
na

l 
w

ire
 is

 a
 P

in
k 

w
ire

 o
n 

Le
ft 

he
ad

lig
ht

 p
lu

g 
(te

st
ed

 o
n 

LE
D 

he
ad

la
m

ps
)

STEP 1 

STEP 2 

STEP 3 

STEP 4 

STEP 5 

Remove the 10 plastic 
retaining rivets that hold 
the slam panel cover in 
place. 

Remove slam panel 
cover and set to one 
side.

Assemble Lamps to the 
‘u’shaped bracket as 
shown using the 
supplied fixings.

Fix the outboard side 
brackets to the Lamps.

Carefully insert the lamp 
assembly into position 
behind the centre grille.

STEP 6 

STEP 7

STEP 8 

STEP 9 

STEP 10 

The centre bracket 
should sit on top of the 
metal support located 
below the bonnet catch.

Mark the drill locations.

Drill x2 6mm holes 
and secure the centre 
bracket to the metal 
support with the 
included fasteners.

Mark out where the 
end brackets need to 
be drilled and drill a 
6mm hole. 

Place the included 
5mm spacer 
between the bracket 
and the grille to level 
the lamp and secure 
with included 
fasteners.

Carefully insert the lamp 
assembly into position 
behind the centre grille.


